
3/4'' built-in thermostatic shower mixer - SAILING

Project:

Room:

Date:

Comments:

Art. J200B+D300A

3/4'' built-in thermostatic shower mixer

• handle
• 3/4'' inlets
• soundproof
• without stop valve   to be ordered separately

NOTE: the mixer must always be ordered
with either of the stop valves
J291B+D391A

External piece
Finishes:

Matt Gun Metal
PVD

67 P567 P5 J200B

Matt British Gold
PVD

67 P667 P6 J200B

Deep Black PVD 67 S167 S1 J200B

Built-in piece
Finishes:

19 0019 00 D300A
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3-hole washbasin mixer - SAILING

Project:

Room:

Date:

Comments:

Art. J007W

3-hole washbasin mixer

• spout projection 15 cm
• handles
• flow restrictor 5 l/min at 3 bar
• 90° ceramic cartridge
• flexible supply lines
• WITHOUT WASTE

Finishes:

Matt Gun Metal
PVD

67 P567 P5 J007W

Matt British Gold
PVD

67 P667 P6 J007W

Deep Black PVD 67 S167 S1 J007W

5 l/min aerator
Pressure (bar) flow rate

(l/min)
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Certifications/Awards:

Matte Gun Metal PVD

Matte British Gold PVD

Deep Black PVD

External piece
Finishes:

Built-in piece
Finishes:

19 00 D300AU

67 P6 J200BU

67 P5 J200BU

67 S1 J200BU

Art. J200BU+D300AU
3/4’’ Thermostatic mixer without volume control

• Independent thermostatic shower/tub valve
• 3/4’’ NPT inlets and outlets
• Adjustable temperature range to 100° with push button override
• Roughs have integral service check valves
• 16.9 GPM @ 60 PSI

Select one or more stop valves (#J291BU+#D391AU or
#J276BU+#D376AU or #J276BU+#D377AU)

3/4’’ Thermostatic mixer without volume control - SAILING


