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finished deck, front view

Hot supply

Cold supply

Step 2
Attach handles

Step 3
Attach spout

Step 5
Attach handspray
(S-2650-2 only)

Step 7
Connect supply lines
(hoses not included)

Step 6
Flush supply lines
(S-2650-2 only)

Step 8
Flush supply lines

(S-2650 only)

Ensure supply lines are 
�ushed clean before
connecting hoses in step 7

hoses not included

Step 4
Connect hoses

between valve and
• tee �tting (S-2650) 
• diverter (S-2650-2)

Note: Use pipe sealant on
adapters between tee

 �tting and supply hoses

Step 1
Attach control valves
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Note: Ensure valve with 
red striped hose (hot) is 

on left and blue (cold) 
is on the right.

Quick Install Guide  Carrington Kitchen Faucet, S-2650-2

PLUMBERS
PUTTYPipe

Sealant

1      2      3      4

Model Numbers
S-2650-2.......Kitchen faucet with 

handspray and standard 
chrome finish

S-2650.......... Kitchen faucet only with 
standard chrome finish

Decorative Finishes
Append finish suffix code to replacement 
part numbers when applicable

-STN Satin Nickel
-STS Stainless Steel

 Need Help?
Contact Symmons customer service at

(800) 796-6667,  (781) 848-2250

Email: customerservice@symmons.com

Monday - Friday 8:00 am - 7:00 pm EST

  Please check Symmons website 
for technical help, the latest product 
information and warranty policy.

www.symmons.com/service

Tools & Materials

Installation Brief

Carrington™
Kitchen Faucet  S-2650-2, S-2650



Finished
deck thickness 
1" (25 mm) max

8" (203 mm) min
16" (406 mm) max

2" (51 mm) dia

Hole size
1" (25 mm) min

1-1/2" (38 mm) max

Note:  Dimensions subject
to change without notice.

2-3/8" (61 mm)
6"

(152 mm)
9"

(227 mm)

2-1/2" (64 mm) dia

9-3/8"
(239 mm)1-1/2" (38 mm)

4" (102 mm) min

1" (25 mm) dia
1/2" - 14 NPSM
7/8" (21 mm) dia
�exible hose
handspray supply
outlet (S-2650-2 only)

11-1/8" (284 mm)
8-3/4" (222 mm)

handspray hose
supply inlet

Hole size 
1-1/16" (27 mm) min
1-7/16" (37 mm) max

1-7/8"
(46 mm)

2" (51 mm)
diameter

Model
S-2650-2 only

Model
S-2650-2
only

Hole size 
1" (25 mm) min
1-1/2" (38 mm) max

1-3/4"
(45 mm)

Model
S-2650-2 ..... Faucet with handspray
S-2650......... Faucet only

Dimensions   Carrington Kitchen Faucet, S-2650-2, S-2650
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 aeratoraerator �ow rates
2.2 gpm (8.3L/min)
1.5 gpm (5.7L/min)

FLR-128-2.2-1
FLR-101-1.5-1

Handle Kit
WSF-CRP-KIT*

valve cartridge

plug buttons
screw

handle

collar
escutcheon

gasket

Replacement Parts

Part Number                    Item

KN-114  (hot)
OFF = CW

KN-113  (cold)
OFF = CCW

(kit includes (1) one 
handle assembly 
and both HOT & 
COLD plug buttons)

12 inch hose
assembly

LN-157

  

handle  
assembly*
(ref. table)  

cartridge
(ref. table)

S-2650-2 only

handspray
assembly
with 44" hose,
KN-309*

 

Ordering replacement parts:
Call Symmons customer service at (800) 796-6667, M-F 8:00 am - 7:00 pm EST or check our 
website at symmons.com  for a list of Symmons distributors.

Note:  For decorative �nish faucets add three letter �nish suf�x code to parts marked with an asterisk*

spout 
 KN-271*

mounting
nut

aerator
2.2 gpm

(ref. table)

washer
hex nut

aerator 
 retainer 

 

washer

tee �tting
S-2650
diverter

S-2650-2

mounting
screws

1/2"-14 NPSM

adapter

�ex hose

Parts Assembly  Carrington Kitchen Faucet, S-2650-2, S-2650




